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SPECIAL SERIES

Three-Phase with 
fuses and power 

switch-disconnector

Three-Phase with fuses 
and plugs in metal box

Three-Phase with fuses and 
power switch disconnector

in metal box

Single-Phase high voltage 
with plexiglass protection

Single-Phase capsulated 
vertical fixing with free wires

200kVA Three-Phase with 
auxiliary plugs and thermal 

protection

Three-Phase with red paint 
tropicalization and vertical 

connectors

Capsulated 
electromagnetic coil 

with cable

Capsulated PCB transformer with 
external terminal blocks

Custom power supply with 
plexyglass protection

Solenoid with wiring

Toroidal transformers with 
circuit breaker resined into 

plastic box

capsulated toroidal
transformers with 

wiring 

SPECIAL ITEMS
CUSTOMIZATION OF OUR STANDARD PRODUCTS ON CUSTOMER SPECIFICATION

Audio transformers Motor-powered variac 

single-phase with electronic 
control

Custom power supply with 
transformer
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SINGLE-PHASE TRANSFORMERS

TM SERIES

POWER: from 35 to 15000VA

Input voltages:               230 - 400  VAC

Output voltages: 0-12 VAC  //  0-12-24 VAC

0-24-48 VAC  //  0-55-110 VAC

0-155-230 VAC

ON DEMAND:
Customised input and output voltages.

Multiple primaries and secondaries.

Electrostatic shield. 

Terminal blocks. 

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-2

EN61558-2-4

EN61558-2-6

EN61558-2-13

Length Depth Height

L P H

TM0035** 35 78 65 80 1,0 MAMMUT - OTHERS ON DEMAND

TM0055** 55 88 75 90 1,5 MAMMUT - OTHERS ON DEMAND

TM0100** 100 100 85 100 2,2 MAMMUT - OTHERS ON DEMAND

TM0160** 160 100 90 100 2,5 MAMMUT - OTHERS ON DEMAND

TM0200** 200 125 95 120 4,0 MAMMUT - OTHERS ON DEMAND

TM0250** 250 125 100 120 4,3 MAMMUT - OTHERS ON DEMAND

TM0300** 300 125 105 120 4,9 MAMMUT - OTHERS ON DEMAND

TM0400** 400 125 115 120 5,8 MAMMUT - OTHERS ON DEMAND

TM0500** 500 155 125 160 8,0 MAMMUT - OTHERS ON DEMAND

TM0630** 630 155 130 160 8,9 MAMMUT - OTHERS ON DEMAND

TM0700** 700 155 130 160 9,8 MAMMUT - OTHERS ON DEMAND

TM0800** 800 155 140 160 10,6 MAMMUT - OTHERS ON DEMAND

TM1000** 1000 155 150 160 11,9 MAMMUT - OTHERS ON DEMAND

TM1200** 1200 155 160 160 14,7 MAMMUT - OTHERS ON DEMAND

TM1500** 1500 185 170 185 17,4 MAMMUT - OTHERS ON DEMAND

TM2000** 2000 185 190 185 20,3 MAMMUT - OTHERS ON DEMAND

TM2500** 2500 200 200 200 23,2 MAMMUT - OTHERS ON DEMAND

TM3000** 3000 200 220 200 26,5 MAMMUT - OTHERS ON DEMAND

TM3500** 3500 230 240 260 31,0 MAMMUT - OTHERS ON DEMAND

TM4000** 4000 230 195 260 32,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM5000** 5000 230 210 260 35,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM6000** 6000 240 220 270 38,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM7000** 7000 240 230 270 46,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM8000** 8000 240 240 270 50,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM10000** 10000 300 240 320 68,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM12000** 12000 300 250 320 82,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

TM15000** 15000 300 260 320 96,0 ORANGE TERMINAL MxxA  - OTHERS ON DEMAND

Code Power (VA)

Dimensions in mm

Weight (Kg) Terminal block
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SINGLE-PHASE AUTOTRANSFORMERS
POWER: from 70 to 30000VA

Input / output voltage:               230 - 400  VAC

ON DEMAND:
Customised input / output voltages.

Multiple inputs / outputs.

Terminal blocks. 

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protetion degree: IP00

Heat insulation degree : B(130°C) / F(155°C)

AM SERIES

400 - 230  VAC
EN61558-2-13

Length Depth Height

L P H

AM0070** 70 70 60 80 1,0 MAMMUT - OTHERS ON DEMAND

AM0100** 100 88 75 90 1,5 MAMMUT - OTHERS ON DEMAND

AM0200** 200 88 80 90 2,2 MAMMUT - OTHERS ON DEMAND

AM0300** 300 100 90 100 2,5 MAMMUT - OTHERS ON DEMAND

AM0400** 400 100 100 100 4,0 MAMMUT - OTHERS ON DEMAND

AM0500** 500 125 100 120 4,3 MAMMUT - OTHERS ON DEMAND

AM0600** 600 125 105 120 4,9 MAMMUT - OTHERS ON DEMAND

AM0800** 800 125 110 120 5,8 MAMMUT - OTHERS ON DEMAND

AM1000** 1000 125 115 120 8,0 MAMMUT - OTHERS ON DEMAND

AM1200** 1200 155 130 160 8,9 MAMMUT - OTHERS ON DEMAND

AM1600** 1600 155 140 160 10,6 MAMMUT - OTHERS ON DEMAND

AM2000** 2000 155 140 160 11,9 MAMMUT - OTHERS ON DEMAND

AM2500** 2500 155 150 160 14,7 MAMMUT - OTHERS ON DEMAND

AM3000** 3000 155 160 160 17,4 MAMMUT - OTHERS ON DEMAND

AM3500** 3500 185 170 185 20,3 MAMMUT - OTHERS ON DEMAND

AM5000** 5000 200 190 200 23,2 MAMMUT - OTHERS ON DEMAND

AM6000** 6000 200 200 200 26,5 MAMMUT - OTHERS ON DEMAND

AM7000** 7000 230 200 260 31,0 MAMMUT - OTHERS ON DEMAND

AM8000** 8000 230 210 260 32,0 ORANGE TERMINAL MxxxA - OTHERS ON DEMAND

AM10000** 10000 230 195 260 35,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AM12000** 12000 240 220 270 38,0 ORANGE TERMINAL MxxxA - OTHERS ON DEMAND

AM14000** 14000 240 230 270 46,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AM16000** 16000 240 240 270 50,0 ORANGE TERMINAL MxxxA - OTHERS ON DEMAND

AM20000** 20000 300 240 320 68,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AM24000** 24000 300 250 320 82,0 ORANGE TERMINAL MxxxA - OTHERS ON DEMAND

AM30000** 30000 300 260 320 96,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

Code Power (VA)

Dimensions in mm

Weight (Kg) Terminal block
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THREE-PHASE TRANSFORMERS

TT SERIES

POWER: from 150 to 700.000VA

ON DEMAND:
Customised input / output voltages.

Multiple primaries / secondaries.

Electrostatic shield.

Terminal blocks.

Plexiglass shield for terminal blocks.

Metal box.

Inputs / outputs protections.

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-2

EN61558-2-4

EN61558-2-6

EN61558-2-13

Length Depth Height

L P H

TT00150 150 150 90 155 5,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT00200 200 150 90 155 5,5 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT00250 250 180 100 180 6,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT00400 400 180 110 180 7,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT00500 500 180 110 180 8,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT00800 800 180 130 180 12,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT01000 1000 240 135 270 14,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT01200 1200 240 145 270 17,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT01500 1500 240 155 270 21,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT02000 2000 240 160 270 23,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT02500 2500 240 170 270 25,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT03000 3000 300 170 320 33,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT04000 4000 300 180 320 36,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT05000 5000 300 200 320 40,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

TT06000 6000 300 210 320 48,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

TT07000 7000 360 220 300 64,0 WDU TERMINAL / BAKELITE BOARD

TT08000 8000 360 220 300 68,0 WDU TERMINAL / BAKELITE BOARD

TT10000 10000 360 240 300 74,0 WDU TERMINAL / BAKELITE BOARD

TT12000 12000 360 240 300 85,0 WDU TERMINAL / BAKELITE BOARD

TT15000 15000 360 260 350 115,0 WDU TERMINAL / BAKELITE BOARD

TT17000 17000 420 280 350 120,0 WDU TERMINAL / BAKELITE BOARD

TT20000 20000 420 290 350 125,0 WDU TERMINAL / BAKELITE BOARD

TT25000 25000 420 305 350 135,0 WDU TERMINAL / BAKELITE BOARD

TT30000 30000 480 320 400 145,0 WDU TERMINAL / BAKELITE BOARD

Terminal blocksCode Power (VA)

Dimensions in mm

Weight (Kg)

Power up to 700000VA. Over 100000VA dimensions and configurations will be defined during the project.
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THREE-PHASE AUTOTRANSFORMERS

EN61558-2-13

POWER: from 300 to 1.400.000VA

ON DEMAND:

Customised input / output voltages. 
Multiple primaries and secondaries. 
Electrostatic shield.

Terminal blocks.

Plexiglass shield for  terminal blocks.  
Metal box.

Inputs / outputs protections.

TECHNICAL DATA:

Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

Length Depth Height

L P H

AT00300 300 150 85 155 5,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT00500 500 150 90 155 6,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT01000 1000 180 110 180 8,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT01500 1500 180 120 180 12,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT02000 2000 180 130 180 14,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT02500 2500 180 130 180 17,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT03000 3000 240 145 270 21,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT04000 4000 240 160 270 23,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT05000 5000 240 170 270 25,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT07500 7500 300 180 320 36,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT10000 10000 300 200 320 40,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT12500 12500 300 200 320 44,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT15000 15000 300 210 320 48,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT20000 20000 360 230 200 68,0 ORANGE TERMINAL MxxA -OTHERS ON DEMAND

AT25000 25000 360 240 200 74,0 ORANGE TERMINAL MxxA - OTHERS ON DEMAND

AT30000 30000 360 250 200 85,0 TO BE DEFINED

AT40000 40000 420 280 350 120,0 TO BE DEFINED

AT50000 50000 420 290 350 125,0 TO BE DEFINED

AT60000 60000 480 310 400 140,0 TO BE DEFINED

AT80000 80000 480 320 400 150,0 TO BE DEFINED

AT100K 100000 480 340 400 160,0 TO BE DEFINED

Code Power (VA)

Dimensions in mm

Weigth (Kg) Terminal blocks

Dimensions are valid for standard inputs/outputs 400/230 or 230/400

Other input/output configurations will have different dimensions.

Power up to 1400000VA. Over 100000VA dimensions and configurations will be defined during the project.
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UL CERTIFIED TRANSFORMERS
POWER: 
Single-phase: from 15 to 2KVA

Two columns single-phase: from 2.5K to 20KVA

Three-phase: from 50 to 200KVA

Auto three-phase: from 50 to 200KVA

CHARACTERISTICS:
Terminal blocks.

Double insulation.

TECHNICAL DATA:
Continuous service

Protection degree: IP00

TRANSFORMERS FOR HOSPITAL APPLICATION
POWER: from 500 to 10.000VA

CHARACTERISTICS:
Input voltage up to 1KV.

Output voltage up to 250V.

Electrostatic shield.

Terminal blocks.

Double insulation.

TECHNICAL DATA:
Continuous service

Frequency: up to 500Hz

Protection degree: IP00

EN61558-2-15ENEEE 61616666111111111111111116 55555555555555555555555555555555555555558-8888888888888888888888888888 2-15

File nr. E475528

TMUL
from 15 to 2KVA

TCUL
from 2.5K to 20KVA

TTUL / ATUL
from 50 to 200KVA

UL / MED SERIES

SINGLE-PHASE TRANSFORMER
MEDICAL APPLICATION

THREE-PHASE TRANSFORMER
MEDICAL APPLICATION

SINGLE-PHASE TOROIDAL
TRANSFORMER MEDICAL APPLICATION
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SE SERIES

EUROPA SERIES TRANSFORMERS
POWER: from 30 to 4.000VA

Input voltage:                230-400-415-440  VAC

Output voltage: 0-12 VAC  //  0-24 VAC

0-110 VAC  //  0-230 VAC

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-2

EN61558-2-4

EN61558-2-6

Length Depth Height

L P H

SE0030***A 30 76 74 76 1,0 ORANGE TERMINAL MxxA

SE0050***A 50 76 84 76 1,3 ORANGE TERMINAL MxxA

SE0100***A 100 86 90 84 1,9 ORANGE TERMINAL MxxA

SE0150***A 150 98 90 95 2,5 ORANGE TERMINAL MxxA

SE0200***A 200 98 100 95 3,0 ORANGE TERMINAL MxxA

SE0300***A 300 122 95 110 4,2 ORANGE TERMINAL MxxA

SE0400***A 400 122 110 110 5,5 ORANGE TERMINAL MxxA

SE0500***A 500 122 120 110 6,5 ORANGE TERMINAL MxxA

SE0630***A 630 152 115 160 8,8 ORANGE TERMINAL MxxA

SE0800***A 800 152 120 160 9,3 ORANGE TERMINAL MxxA

SE1000***A 1000 152 130 160 10,5 ORANGE TERMINAL MxxA

SE1500***A 1500 182 150 200 15,8 ORANGE TERMINAL MxxA

SE2000***A (*) 2000 182 170 200 18,0 ORANGE TERMINAL MxxA

SE2500***A (*) 2500 188 170 200 21,0 ORANGE TERMINAL MxxA

SE3000***A (*) 3000 188 200 220 23,5 ORANGE TERMINAL MxxA

SE4000***A (*) 4000 188 230 240 30,0 ORANGE TERMINAL MxxA

Code Power (VA)

Dimensions in mm

Weight (Kg) Terminal block

(*) Only available with outpups 0-110 or 0-230
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TO SERIES

* Over 5000VA dimensions and weights are on demand

TOROIDAL TRANSFORMERS 
POWER: from 20 to 30.000VA

ON DEMAND:
Single-phase or three-phase.

Customised input / output voltages.

Multiple primaries and secondaries.

Terminal blocks.

Heat protection.

Portafuse on the wiring.

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-2

EN61558-2-4

EN61558-2-6

EN61558-2-13

Customised items on customer’s request Serial products

Diameter Height

D H

TOR005012 50 230 / 12 80 34 0,7

TOR005024 50 230 / 24 80 34 0,7

TOR010012 100 230 / 12 95 44 1,1

TOR010024 100 230 / 24 95 44 1,1

TOR015012 150 230 / 12 100 45 1,5

TOR015024 150 230 / 24 100 45 1,5

TOR020012 200 230 / 12 110 50 1,9

TOR020024 200 230 / 24 110 50 1,9

TOR030012 300 230 / 12 130 50 2,6

TOR030024 300 230 / 24 130 50 2,6

TOR040012 400 230 / 12 132 58 4,1

TOR040024 400 230 / 24 132 58 4,1

TOR050012 500 230 / 12 132 70 4,3

TOR050024 500 230 / 24 132 70 4,3

Voltage VE/VU (V)

Dimensions in mm

Weight (Kg)Code Power (VA)Diameter Height

D H

TOR0020 20 60 30 0,5

TOR0030 30 70 30 0,6

TOR0050 50 80 34 0,7

TOR0100 100 95 44 1,1

TOR0150 150 100 45 1,5

TOR0200 200 110 50 1,9

TOR0250 250 114 50 2,3

TOR0300 300 130 50 2,6

TOR0400 400 132 58 4,1

TOR0500 500 132 70 4,3

TOR0600 600 145 75 6,0

TOR0800 800 145 80 6,8

TOR1000 1000 150 80 7,2

TOR1500 1500 180 80 10,0

TOR2000 2000 185 100 13,0

TOR2500 2500 185 105 14,0

TOR3000 3000 215 100 18,0

TOR4000 4000 220 105 19,0

TOR5000 5000 245 110 25,0

Code Power (VA)

Dimensions in mm

Weight (Kg)
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ACC SERIES - Accessories

METAL BOXES

OTHER ACCESSORIES

H

PL

ON DEMAND:
Stainless steel metal box.

Colour (minimum quantity to be checked).

Protection degree: IP65.

Handles and wheels for transportation.

TRANSFORMER POWER: from 7.000VA

TECHNICAL DATA:
Protection degree: IP23

Colour: RAL7035

BOX 1 BOX 2 BOX 3

Length Depth Heigth

L P H

BOX 1 390 390 430

BOX 2 600 420 660

BOX 3 700 470 820

Code

Dimensions in mm

FIXING KIT FOR TOROIDALS ANTI-VIBRATING KIT TOURNING OR EYE-BOLT WHEELS

POWER FUSES AND PORTAFUSES CIRCUIT BREAKER POWER SWITCH DISCONNECTOR
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N SERIES

EN61558-2-6

+ NP items have no insulating shells protections

* 6-hole version

Type 2 Type 3 

Type 4 Type 5 

Length Depth Heigth Pitch Pitch

A B H Y X

NP1+ 1 30 25 22 20 5 10x10P 2

NP1,5+ 2 30 25 25 20 5 10x15P 2

NP2+ 2 30 25 27 20 5 10x18P 2

NG1 1 33 27 26 20 5 10x10G 2

NG1,5 2 33 27 31 20 5 10x15G 2

NG2 2 33 27 31 20 5 10x15G 2

NG2,5 3 33 27 33 20 5 10x18G 2

N3 3 40 34 30 25 5 13x13 2

N4 4 40 34 32 25 5 13x15 2

N4F6* 4 40 34 32 27,5 5 13x15 3

N4,5 5 40 34 37 25 5 13x20 2

N5 5 48 40 35 27,5 5 16x16 3

N6 6 48 40 39 27,5 5 16x16 3

N8 8 48 40 44 27,5 5 16x20 3

N10 10 48 40 45 27,5 5 16x25 3

N15 15 60 50 50 33 5 20x20 4

N20 20 60 50 55 33 5 20x25 4

N25 25 60 50 61 33 5 20x30 4

N30 30 68 58 66 35 5 22x30 5

N40 40 68 58 60 35 5 22x35 5

N50 50 75 63 64 40 7,5 25x30 3

N60 60 75 63 69 40 7,5 25x35 3

N70 70 75 63 74 40 7,5 25x40 3

N100 100 84 70 80 45 7,5 28x40 4

N150 150 96 80 90 56 10 32x40 3

N200 200 96 80 400 56 10 32x50 3

Code Power (VA)

Dimensions in mm

Core Type  

PCB TRANSFORMERS
NON CAPSULATED

POWER: from 1 to 200VA

ON DEMAND:
Customised input / output voltages.

Multiple primaries / secondaries.

Available also resin (R series)

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)
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R SERIES

+ NP items have no insulating shell protection

* 6-hole version

Length Depth Heigth

A B H D I

RP1+ 1 33 28 24 20 5 10x10P 10 2

RP1,5+ 2 33 28 27 20 5 10x15P 10 2

RP2+ 2 33 28 30 20 5 10x18P 10 2

RG1 1 37 31 27 20 5 10x10G 10 2

RG1,5 2 37 31 34 20 5 10x15G 10 2

RG2 2 37 31 34 20 5 10x15G 10 2

R3 3 44 38 32 25 5 13x13 10 2

R4 4 58 38 34 25 5 13x15 11 2

R4F6* 4 58 38 34 27,5 5 13x15 11 3

R4,5 5 58 38 39 25 5 13x20 11 2

R5 5 54 61 42 27,5 5 16x16 12 3

R6 6 54 61 42 27,5 5 16x16 12 3

R8 8 54 61 46 27,5 5 16x20 12 3

R10 10 70 43 50 27,5 5 16x25 11 3

R15 15 81 56 49 33 5 20x20 13 4

R20 20 81 56 52 33 5 20x25 13 4

R25 25 81 56 58 33 5 20x30 13 4

R30 30 87 61 64 35 5 22x30 13 5

R40 40 87 61 70 35 5 22x35 13 5

R50 50 101 69 65 40 7,5 25x30 13 3

R60 60 101 69 70 40 7,5 25x35 13 3

R70 70 101 69 75 40 7,5 25x40 13 3

R100 100 108 75 78 45 7,5 28x40 13 4

R150 150 130 86 86 56 10 32x40 13 3

R200 200 130 86 99 56 10 32x50 13 3

Code Power (VA)

Dimensions in mm

Core Box Type  Fixing

POWER: over 1 to 200 VA

ON DEMAND:
Customised input / output voltages.

Multiple primaries / secondaries.

Available also non resin (series N).

BOX10 version, without fixing available for power over 3VA.

Plug and cable on the primary / secondary.

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-6
Box 10

PRINTED BOARD TRANSFORMERS
CAPSULATED

Box 13

Box 11

Box 12
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BP SERIES

POWER: from 2 to 45VA

ON DEMAND:
Customised input / output voltages.

Multiple primaries and secondaries.

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

EN61558-2-6

PRINTED BOARD TRANSFORMERS
CAPSULATED - LOW PROFILE

Length Depth Heigth Pitch Pitch Pitch

A B H Y X Z D I

2B6 2 B6 53 44 17 35 5 5 47.5 37.5

4B6 4 B6 53 44 19 35 5 5 47.5 37.5

6B6 6 B6 53 44 23 35 5 5 47.5 37.5

9B6 9 B6 53 44 29 35 5 5 47.5 37.5

9B7 9 B7 68 57 22 45 5 6 62.5 50

12B7 12 B7 68 57 25 45 5 6 62.5 50

15B7 15 B7 68 57 29 45 5 6 62.5 50

20B7 20 B7 68 57 32 45 5 6 62.5 50

25B7 25 B7 68 57 36 45 5 6 62.5 50

30B8 30 B8 86 70 37 52,5 5 7 75 60

45B8 45 B8 86 70 46 52,5 5 7 75 60

Code Power (VA) Type

Dimensions in mm

Boxes clamping
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IND SERIES

SINGLE-PHASE INDUCTANCES

POWER: Any electricity (A), any value (H)

ON DEMAND:
Any electricity (A), any value (H).
Terminal blocks.

Plexiglass shield for terminal blocks.

TECHNICAL DATA:
Continuous service

Frequency: 50/60Hz

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

THREE-PHASE INDUCTANCES

POWER:  Standard from 10 to 300A - Custom any electricity (A), any value (H) 

ON DEMAND:
Inductance and electricity values.

Terminal blocks.

Plexiglass shield for terminal blocks.

TECHNICAL DATA:
Continuous service

Protection degree: IP00

Heat insulation degree: B(130°C) / F(155°C)

Length Depth Height

L P H

IND10A 10 2,1 mH 120 80 180 Terminals

IND20A 20 1,1 mH 150 105 205 Terminals

IND30A 30 0,7 mH 180 100 230 Terminals

IND40A 40 0,52 mH 180 100 230 Terminals

IND50A 50 0,42 mH 180 190 165 Board with brass screws

IND60A 60 0,35 mH 180 200 165 Board with brass screws

IND80A 80 0,26 mH 240 200 215 Board with brass screws

IND100A 100 210 uH 240 220 215 Board with brass screws

IND120A 120 175 uH 240 240 215 Board with brass screws

IND140A 140 150 uH 300 210 265 Board with brass screws

IND160A 160 131 uH 300 230 265 Board with brass screws

IND180A 180 117 uH 300 230 265 Board with brass screws

IND200A 200 105 uH 300 240 265 Board with brass screws

IND250A 250 84 uH 300 240 265 Board with brass screws

IND300A 300 70 uH 360 240 315 Board with brass screws

Code Electricity (A)
Inductance

(mH/uH)

Dimensions in mm

Terminal blocks

FOR AC FILTERS

FOR AC FILTERS
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THREE-PHASE STARTER REACTANCES type A

REA-A SERIES

MOTOR POWER: from 5 to 300HP

ON DEMAND:
Customised number of starts

Customised number of insertions

Plexiglass shield for terminal blocks

TECHNICAL DATA:
Continuous service

Protection degree: IP00

For 400V motors

4 starts / hour

Insertion time: 20”

Limitation on voltage on the motor 70% and on the couple 49%

Ideal for starting asynchronous motors

Length Depth Heigth
L P H

REA5A 5 180 130 160 Board with brass screws

REA5A-M 5 180 105 215 Terminals

REA7,5A 7,5 180 130 160 Board with brass screws

REA7,5A-M 7,5 180 105 215 Terminals

REA10A 10 180 140 160 Board with brass screws

REA10A-M 10 180 115 215 Terminals

REA15A 15 180 150 160 Board with brass screws

REA15A-M 15 180 125 215 Terminals

REA20A 20 180 160 160 Board with brass screws

REA20A-M 20 180 135 215 Terminals

REA25A 25 240 175 215 Board with brass screws

REA25A-M 25 240 150 270 Terminals

REA30A 30 240 185 215 Board with brass screws

REA30A-M 30 240 160 270 Terminals

REA40A 40 240 200 215 Board with brass screws

REA40A-M 40 240 175 270 Terminals

REA50A 50 300 180 265 Board with brass screws

REA60A 60 300 190 265 Board with brass screws

REA75A 75 300 190 265 Board with brass screws

REA100A 100 300 200 265 Board with brass screws

REA125A 125 300 210 265 Board with brass screws

REA150A 150 360 240 315 Board with brass screws

REA175A 175 360 250 315 Board with brass screws

REA200A 200 360 260 315 Board with brass screws

REA300A 300 420 300 365 Board with brass screws

Code
Motor power 

(HP)

Dimensions in mm
Terminal blocks
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REA-B SERIES

THREE-PHASE STARTER REACTANCES  TYPE B

MOTOR POWER: from 10 to 200HP

ON DEMAND:
Customised number of starts

Different insertion times

Plexiglass shield for terminal blocks

TECHNICAL DATA:
Continuous service

Protection degree: IP00

For 400V pumps

3 starts / hour

Insertion time: 5”

Ideal for starting pumps

Length Depth Height
L P H

REA10B 10 150 80 155 Terminals

REA15B 15 150 90 155 Terminals

REA20B 20 150 90 155 Terminals

REA25B 25 180 95 185 Terminals

REA30B 30 180 95 185 Terminals

REA40B 40 180 105 185 Terminals

REA50B 50 180 115 185 Terminals

REA60B 60 240 125 240 Terminals

REA70B 70 240 135 240 Terminals

REA100B 100 240 145 250 Terminals

REA150B 150 300 200 260 Board with brass screws

REA200B 200 300 200 260 Board with brass screws

Code
Motor power 

(HP)

Dimensions in mm
Terminal blocks
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ST SERIES

VOLTAGE STABILISERS 

POWER: from 1.000 to 450.000VA

Input voltages: 230/400 VAC

Output voltages: +/- 15%

Output stabilisation: +/- 1%

ON DEMAND:

Customised input / output voltages

Customised output stabilisation

TECHNICAL DATA:
Continuous service

Protection degree: IP00

Length Depth Heigth

+/-15% +/-20% L P H

STM01 Single-phase 230 1,2 0,8 300 300 240 16

STM02 Single-phase 230 2 1,5 300 300 240 19

STM04 Single-phase 230 4 3 300 300 240 22

STM06 Single-phase 230 6 4,5 300 300 240 26

STM10 Single-phase 230 10 7,5 300 520 240 36

STM15 Single-phase 230 15 11 300 520 240 44

STM20 Single-phase 230 20 15 300 520 500 85

STM25 Single-phase 230 25 20 600 300 830 105

STM30 Single-phase 230 30 25 600 300 830 135

STM40 Single-phase 230 40 30 600 400 1100 185

STM50 Single-phase 230 50 40 600 400 1100 225

STT003A Three-phase 400 3 2,5 300 500 520 55 Average

STT006A Three-phase 400 6 4,5 300 500 520 60 Average

STT012A Three-phase 400 12 9 300 500 520 70 Average

STT018A Three-phase 400 18 13 600 300 870 85 Average

STT024A Three-phase 400 24 18 600 300 870 110 Average

STT030A Three-phase 400 30 22 600 300 870 130 Average

STT040A Three-phase 400 40 30 600 400 1100 145 Average

STT050A Three-phase 400 50 36 600 400 1100 160 Average

STT060A Three-phase 400 60 45 600 400 1100 210 Average

STT075A Three-phase 400 75 60 800 500 1500 270 Average

STT100A Three-phase 400 100 75 800 500 1500 410 Average

STT135A Three-phase 400 135 ----- 1000 500 1500 540 Average

STT150A Three-phase 400 150 ----- 1200 500 1500 650 Average

STT175A Three-phase 400 175 ----- 1200 500 1500 720 Average

STT230A Three-phase 400 230 ---- 1200 500 1500 810 Average

STT003I Three-phase 400 3 2,5 300 500 520 62 Independent

STT006I Three-phase 400 6 4,5 300 500 520 67 Independent

STT012I Three-phase 400 12 9 300 500 520 77 Independent

STT018I Three-phase 400 18 13 600 300 870 92 Independent

STT024I Three-phase 400 24 18 600 300 870 120 Independent

STT030I Three-phase 400 30 22 600 300 870 140 Independent

STT040I Three-phase 400 40 30 600 400 1100 165 Independent

STT050I Three-phase 400 50 36 600 400 1100 180 Independent

STT060I Three-phase 400 60 45 600 400 1100 230 Independent

STT075I Three-phase 400 75 60 800 500 1500 300 Independent

STT100I Three-phase 400 100 75 800 500 1500 430 Independent

STT135I Three-phase 400 135 ---- 1000 500 1500 570 Independent

STT150I Three-phase 400 150 ---- 1200 500 1500 680 Independent

STT175I Three-phase 400 175 ---- 1200 500 1500 750 Independent

STT230I Three-phase 400 230 ---- 1200 500 1500 850 Independent

Phase settingCode Input  (VAC)
Power  (KVA) Power (KVA)

Dimensions in mm

Weight (Kg)
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OIL-RESIN SERIES

OIL IMMERSED
POWER UP TO  2500kVA 

VOLTAGE UP TO 72kV

CAST RESIN
POWER UP TO 2500kVA 

POWER UP TO 36kV

OIL IMMERSED AND CAST RESIN TRANSFORMERS

OIL IMMERSED
POWER UP TO 45MVA

VOLTAGE MT: 11/15/20/30/52/70kV 
VOLTAGE AT: 90,110,123,132,150kV

CAST RESIN
POWER UP TO 10MVA 
VOLTAGE UP TO 36kV

POWER
TRANSFORMER BUILT IN ACCORDANCE 

WITH IEC 60076-11  IEEE 57.12.01

STANDARDS

DISTRIBUTION
BT/BT - MT/BT - MT/MT

REPAIR OF ALREADY INSTALLED
OIL-IMMERSED OR CAST RESIN 

TRANSFORMERS
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SERIE CA

CUSTOM POWER SUPPLY

CUSTOMIZABLE FEATURES:
All of our power supplies are realised according to customer’s specifications.

We can make simple rectifiers, but also stabilised power supplies with one 
or various outputs of different voltages and powers.

We can make power supplies with single input/output or with multiple 
inputs/outputs, also adjustable through potentiometers or others.

We can encase our creations in closets or containment boxes of various 
materials and protection degrees

30A Stabilized AC-DC power supply with 
protection, main and load signal

Stabilized AC-DC power supply 
with double 15A 110VDC output

Duoble channel power supply 
with two 10A outputs for channel

Three-Phase input power 
supply, 40A stabilized 24VDC 

output

DC-DC converter input 110VDC, 
output 24VDC 10A

DC-DC converter input 
9-18VDC output 48VDC

Three-Phase input power 
supply, output 24VDC 500A 

in metal box with 
protections and instruments
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AL/ALS SERIES

Base Height Base Height Base Height

L x P H L x P H L x P H

2 26 STABILIZED ALS2A 100x105 160 ALS2B 75x95 80

4 26 STABILIZED ALS4A 100x110 170 ALS4B 75x95 80

6 30 STABILIZED ALS6A ALS6B 120x80 115

10 30 STABILIZED ALS10A ALS10B 120x80 145

15 29-34 STABILIZED ALS15A ALS15B 220x120 90

20 34 STABILIZED ALS20A ALS20B 220x120 90

30 2x38 STABILIZED ALS30A ALS30C 310x250 175

40 2x30 STABILIZED ALS40A ALS40C 380x250 140

2 20 NON-STABILIZED AL2A 90x110 125 AL2B 70x80 55 AL2C 66x75 50

4 20 NON-STABILIZED AL4A 100x110 140 AL4B 95x80 60 AL4C 90x75 50

6 20 NON-STABILIZED AL6A 100x115 140 AL6B 95x80 65 AL6C 90x75 50

8 20 NON-STABILIZED AL8S 125x115 165 AL8B 95x80 65 AL8C 90x75 50

10 20 NON-STABILIZED AL10A 125x120 165 AL10B 95x80 65 AL10C 90x75 50

15 20 NON-STABILIZED AL15A 125x135 185 AL15B 125x115 80 AL15C 115x110 70

20 20 NON-STABILIZED AL20A 155x145 210 AL20B 125x115 80 AL20C 115x110 70

30 20 NON-STABILIZED AL30A AL30C 310x180 125

4 230 o 115 STABILIZED SWITCHING ALS4R 145x125 90

6 230 o 115 STABILIZED SWITCHING ALS6R 165x125 90

10 230 o 115 STABILIZED SWITCHING ALS10R 165x125 90

Version C  (only PCB board)

125x115x120 + VER. B

155x125x160 + VER. B

155x130x160 + VER. B

185x170x185 + VER. C

185x190x185 + VER. C

Code

Current 
(A)

Voltage Vin 
(V)

Version B  (din rail)

125x95x120 + VER. B

Power Supply Type

185x150x185 + VER. C

Code

Version A  (with transformer)

Code

POWER SUPPLIES
POWER: from 20 to 30.000VA

ON DEMAND:

Single-phase or three-phase. 
Customised input / output voltages. 
Multiple primaries and secondaries. 
Different terminal blocks.

Heating protection.

Fuse holder on the wiring.

TECHNICAL DATA:

Continuous service

Protection degree: IP00

Type A Type B Type C Type D
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PCAC SERIES - SERIES VS

INDUSTRIAL PCs WITH DISPLAY
Aluminium

ON DEMAND:
SSD capacity: 32GB/64GB/128GB/256GB 
Display size 7”/8”/12”/15”

TECHNICAL DATA:
Operating temperature: 0-50°C

Operating system: Windows Embedded Standard 7 / Windows 7 Professional

STANDARD CHARACTERISTICS: 
7”/8”/12”/15”  display with capacitive touch screen 
Intel Celeron N2600 1,60GHz Dual Core FANLESS CPU

2 lan ports 10/100/1000 - SSD - 2GB Ram DDR3L Onboard 
1 serial RS232/422/485 - 1 serial RS232 - 2 USB 2.0

1 Audio Out - 1 VGA

Power supply 9-32VDC

INDUSTRIAL PCs WITH DISPLAY
Steel structure

ON DEMAND:
Stainless steel structure

SSD capacity: 32GB/64GB/128GB/256GB or HDD 
Size of RAM: up to 4GB

Display size: 8”/10”/12“/15”/17”/19” 
Capacitive or projected capacity touch screen 
Power supply 230VAC

TECHNICAL DATA:
Operating temperature: 0-50°C

Operating System: Windows Embedded Standard 7 / Windows 7 Professional

STANDARD CHARACTERISTICS: 
8”/10”/12“/15”/17”/19”  display with resistive 5w touch screen

Frontal panel and USB port with IP65 protection

Intel Atom N2880/Celeron/I3/I5/I7 mobile processor

1/2 lan ports 10/100/1000 - SSD - 2GB Ram DDR3L Onboard

2 Serials RS232 - 2 USB 2.0 - 1 Audio Out - 1 VGA

Power supply 9-32VDC
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   RG SERIES- DI SERIES

INDUSTRIAL MONITORS
With steel structure

ON DEMAND:
Stainless steel structure

Display size 8”/10”/12”/15”/17”/19” (4:3) - 15,6”/18,5”/21,5” (16:9)

Capacitive or Projected capacity touch screen

DVI/HDMI input depending on the configuration

Power supply from 230 VAC

TECHNICAL DATA:
Operating temperature: 0-50°C

STANDARD CHARACTERISTICS: 
8”/10”/12”/15”/17”/19” (4:3) display - 15,6”/18,5”/21,5” (16:9)

Resistive 5w touch screen

Front panel and USB port with IP65 protection

Resolution from 800x600 to 1920x1080

Power supply 9-32VDC

VGA input

INDUSTRIAL PCs WITHOUT DISPLAY

ON DEMAND:
CPU I3/I5/I7, Ram, SSD/HDD, I/O, LAN

Dimensions depending on the peripheral devices and processors

Possibility to get more PCI or PCI-E slots

TECHNICAL DATA:
Operating temperature: 0-50°C

Operating system: Windows Embedded Standard 7 / Windows 7 Professional

STANDARD CHARACTERISTICS: 
Intel Celeron N2930 1,86GHz Quad Core FANLESS CPU

2 lan ports 10/100/1000 - SSD - 4GB Ram DDR3L

1 Serial RS232/422/485 - 1 Serial RS232 - 6 USB 2.0 - 2 USB 3.0

1 Audio Out - 1 VGA - 1 HDMI

Power supply 9-36VDC
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SILICON KEYBOARD IP68

ON DEMAND:
Color: Black or white

Layout: IT / EN

TECHNICAL DATA:
Layout: 98 keys + 12 multimedia keys 

Operating system: Windows 8/7/VISTA/XP/2000/ME/98

Compatible with all Microsoft Windows’  languages

KB SERIES - ACCLAN

INDUSTRIAL LAN SWITCH

STANDARD CHARACTERISTICS: 
IP68 protection (waterproof and washable)
Touch-pad

Blue led backlight

USB connection

ON DEMAND:
Data transmission: 10/100/1000 mbps

8 LAN ports

Extended temperature: -40/+75°C

TECHNICAL DATA:
Operating temperature: -10/+60°C

STANDARD CHARACTERISTICS: 
Data transmission: 10/100 mbps

5 LAN ports

DIN rail assembly

EKI-2525I / EKI-2528I EKI-3525 / EKI-3528

EKI-3725 / EKI-3728



S.
R.

L.

since 1978

UPS series

UPS

ON DEMAND:
Input voltage: 81-145VAC

Output voltage: 110-120VAC

External batteries (Only for some items)

Outputs: IEC or Schuko

PC connection card (USB-RS232)

TECHNICAL DATA:
Operating system: Windows 2000/2003/XP/Vista/2008/7/8, Linux, Unix, Mac

STANDARD CHARACTERISTICS: 
Power: from 650 to 3KVA

Input: 162-290VAC (automatic 50/60Hz)

Output: 220-240VAC

UPS-P UPS-L

UPS-T

Length Depth Heigth V/Ah Quantity

L P H

UPS-P-650 650/360 100 275 140 4,5 12V/7Ah 1 UPS Standard

UPS-P-850 850/480 100 275 140 5,0 12V/9Ah 1 UPS Standard

UPS-P-1000 1000/600 146 350 160 8,0 12V/7Ah 2 UPS Standard

UPS-P-1500 1500/900 146 397 205 11,0 12V/8Ah 2 UPS Standard

UPS-P-2000 2000/1200 146 397 205 11,5 12V/9Ah 2 UPS Standard

UPS-L-1000 1000/700 146 397 205 10,5 12V/7Ah 2 UPS Sine curve

UPS-L-1500 1500/1050 146 397 205 12,5 12V/9Ah 2 UPS Sine curve

UPS-L-2000 2000/1400 146 397 205 14,0 12V/10Ah 2 UPS Sine curve

UPS-T-1100 1100/800 438 380 2U 14,5 12V/9Ah 2 UPS Sinusoidale Rank/Tower

UPS-T-1500 1500/1200 438 480 2U 22,0 12V/7Ah 4 UPS Sinusoidale Rank/Tower

UPS-T-2000 2000/1600 438 480 2U 23,5 12V/9Ah 4 UPS Sinusoidale Rank/Tower

UPS-T-3000 3000/2400 438 600 2U 32,0 12V/9Ah 6 UPS Sinusoidale Rank/Tower

Code Power (VA/W)

Dimensions in mm

Weigth (Kg)

Batteries

Characteristics
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UPS series

UPS - ON LINE

ON DEMAND:
External batteries (only for some items)

Outputs: Terminal blocks

Parallel (only UPS-Z from 6KVA to 20KVA)

PC connection card: SNMP, RS-485, AS400, ModBus

TECHNICAL DATA:
Operating system: Windows 2000/2003/XP/Vista/2008/7/8, Linux, Unix, Mac, 

                 Sun Solaris, IBM Aix, HP-UX, FreeBSD

STANDARD CHARACTERISTICS: 
Power: from 1KVA to 20KVA

Input: 110-300VAC

Output: 220-240VAC

PC connection card USB

UPS-Z

UPS-A

Length Depth Heigth V/Ah Quantity

L P H

UPS-Z-1000 1000/800 145 400 220 13,0 12V/7Ah 3 UPS Standard

UPS-Z-2000 2000/1600 192 460 340 31,0 12V/7Ah 8 UPS Standard

UPS-Z-3000 3000/2400 192 460 340 31,0 12V/7Ah 8 UPS Standard

UPS-Z-6000 6000/5400 260 570 717 86,0 12V/7Ah 20 UPS Standard

UPS-Z-10000 10000/9000 260 570 717 92,0 12V/9Ah 20 UPS Standard

UPS-ZT-10000A 10000/9000 260 570 717 93,0 12V/9Ah 20 UPS Three-phase (IN) / Single-phase (OUT)

UPS-ZT-10000B 10000/9000 350 650 890 112,0 12V/7Ah 24 UPS Three-phase (IN) / Single-phase (OUT)

UPS-Z-20000 20000/18000 350 650 890 160,0 12V/7Ah 48 UPS Three-phase (IN) / Single-phase (OUT)

UPS-ZS-1000 1000/800 145 400 220 7,0 - - No internal batteries

UPS-ZS-2000 2000/1600 192 460 340 13,0 - - No internal batteries

UPS-ZS-3000 3000/2400 192 460 340 13,0 - - No internal batteries

UPS-ZS-6000 6000/5400 260 570 717 34,0 - - No internal batteries

UPS-ZS-10000 10000/9000 260 570 717 37,0 - - No internal batteries

UPS-ZST-10000 10000/9000 260 570 717 38 - -
UPS Three-phase (IN) / Single-phase (OUT)          No 

internal batteries

UPS-A-1000 1000/900 438 435 2U 15,0 12V/7Ah 3 UPS Rack / Tower

UPS-A-2000 2000/1800 438 435 2U 31,0 12V/9Ah 4 UPS Rack / Tower

UPS-A-3000 3000/2700 438 560 2U 33,0 12V/9Ah 6 UPS Rack / Tower

UPS-AP-6000 6000/5400 438 727 3U 47,0 12V/5Ah 15 UPS Rack / Tower - Parallel

UPS-A-6000 6000/5400 438 727 3U 48,0 12V/5Ah 15 UPS Rack / Tower

UPS-AP-10000 10000/9000 438 737 5U 83,0 12V/9Ah 20 UPS Rack / Tower - Parallel

UPS-A-10000 10000/9000 438 737 5U 84,0 12V/9Ah 20 UPS Rack / Tower

UPS-AS-1000 1000/900 438 435 2U 9,0 - - No internal batteries

UPS-AS-2000 2000/1800 438 435 2U 12,0 - - No internal batteries

UPS-AS-3000 3000/2700 438 435 2U 14,0 - - No internal batteries

UPS-AS-6000 6000/5400 438 676 3U 18,0 - - No internal batteries

UPS-AS-10000 10000/9000 438 676 5U 33,0 - - No internal batteries

Code Power (VA/W)

Dimensions in mm

Weigth (Kg)

Batteries

Characteristics



S.
R.

L.

since 1978

TPC SERIES

S.O. Windows 10 PRO 32-bit POWER SUPPLY 5V/2.5A
CPU Intel Cherrytrail Z8350 1,44GHz BATTERY 3.7V/5000mAh
MEMORY RAM 2GB DDR3L I/O INTERFACE USB 2.0 x1
STORAGE 16GB Micro USB x1
DISPLAY Micro TF slot x1

Micro SIM slot x1
RF 3.5mm Standard Audio Jack

DIMENSIONS AND WEIGHT 185 x 93 x 20,7 mm - 380g

5,98" 720x1280 IPS
10-point capacitive touch
WI-FI 802.11 a/b/g/n
Bluetooth 4.0
LTE RUGGED FEATURE IP67 - CE NB, MILSTD810G

WEBCAM Batteria UN38.3 MSDS, IEC621332 MP  Front Camera
5 MP  Rear Camera with auto focus SUPPORTED FORMAT

DATA COLLECTION NFC (optional)
1D/2D Barcode Reader(optional) 
GPS (optional)
Infrared Port (optional) Video: JPEG, BMP, PNG, GIF

CONTROL BUTTON Home - Power - Scan - Volume (+/-)

Audio: MP3, WMA, WAV, OGG, FLAC, 
ALAC, APE, AAC, AC-3
Video: MPEG 1/2/4, H.263/H.264, RMVB, 
WMV/VC-1, MVC, AVS, MJPEG

INDUSTRIAL TABLET 6”

IP67, MIL-STD-810G
LTE, Wi-Fi 802.11 b/g/n, BT4.0, GPS Gorilla 

Glass3

Multi-Point capacitive Touch Screen
5000mAh Lithium Battery
Opt. NFC, Barcode Reader 1D/2D, Infrared
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TPC SERIES

INDUSTRIAL TABLET 8”

IP67, MIL-STD-810G
3G/4G Wi-Fi 2.4G+5G, BT4.0

Gorilla Glass3

Multi-Point capacitive Touch Screen
8500mAh Lithium Battery
Optional: NFC, 1D/2D Barcode Reader, Fingerprint, GPS

S.O. Android 5.1 / Windows 10 PRO 32-bit (optional) POWER SUPPLY 5V/3A
CPU Intel Cherrytrail Z8350 1,44GHz BATTERY 3.7V/8500mAh
MEMORY RAM 2GB DDR3L I/O INTERFACE
STORAGE 32GB
DISPLAY 8" 1280x800 IPS

10-point capacitive touch
Gorilla Glass3

RF WI-FI 802.11 a/b/g/n
Bluetooth 4.0

USB 2.0 x1
Micro USB x1
Micro SD slot x1 (fino a 128GB) 
Micro SIM slot x1
Micro HDMI 1,4a Type C x1 
3.5mm Standard Audio Jack 
3.5mm Power supply Jack

3G WCDMA / 4G (optional) DIMENSIONS 228 x 145 x 16.5 mm - 630g
WEBCAM RUGGED FEATURE IP672 MP  Front Camera 

5 MP  Rear Camera with auto focus ENVIRONEMENT
DATA COLLECTION

Operating Temperature  -10°C to +50°C 
Storage Temperature     -30°C to +70°C 
Umidity 5% to 95%

ACCESSORIES

NFC (optional)
1D/2D Barcode Reader (optional) 
GPS (optional)
Fingerprint (optional)

CONTROL BUTTON Power - Scan - Volume (+/-)

Docking Station (optional) - 3xUSB, 
support  LAN RJ45
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TPC SERIES

S.O. Android 5.1 / Windows 10 PRO 32-bit (optional) POWER SUPPLY 5V/3A
CPU Intel Cherrytrail Z8350 1,44GHz BATTERY 3.7V/10000mAh
MEMORY RAM 2GB DDR3L I/O INTERFACE
STORAGE 32GB
DISPLAY 10,1" 1280x800 IPS

10-point capacitive touch
Gorilla Glass3

RF WI-FI 802.11 a/b/g/n
Bluetooth 4.0
3G WCDMA / 4G (optional)

WEBCAM

USB 2.0 x1
Micro USB x1
Micro SD slot x1 (fino a 128GB) 
Micro SIM slot x1
Micro HDMI 1,4a Type C x1 
RS232 TTL x1
RJ45 x1
3.5mm Standard Audio Jack 
3.5mm power supply Jack2 MP  Front Camera 

5 MP  Rear Camera with auto focus DIMENSIONS 280 x 187 x 22 mm - 1000g
DATA COLLECTION RUGGED FEATURE IP65

ENVIRONEMENT
NFC (optional)
1D/2D Barcode Reader (optional) 
GPS (optional)
Fingerprint (optional)

Operating Temperature -10°C to +50°C 
Storage Temperature     -30°C to +70°C 
Umidity 5% to 95%

CONTROL BUTTON Home - Power - Scan - Volume (+/-) ACCESSORIES Docking Station (optional) - 3xUSB, 
support LAN RJ45

INDUSTRIAL TABLET 10.1”

IP65, MIL-STD-810G
3G/4G Wi-Fi 2.4G+5G, BT4.0

Gorilla Glass3

Multi-Point capacitive Touch Screen
10000mAh Lithium Battery
Optional: NFC, Barcode Reader 1D/2D, Fingerprint, GPS
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TPC SERIES

INDUSTRIAL TABLET 12.2”

IP65, MIL-STD-810G
3G/4G Wi-Fi 2.4G+5G, BT4.0

Gorilla Glass3

Myulti-Point Capacitive Touch Screen 

15000mAh Lithium Battery
Optional: NFC, Barcode Reader 1D/2D, Fingerprint, GPS

S.O. Android 5.1 / Windows 10 Home/Pro (optional) POWER SUPPLY 12V/2A
CPU Intel m3-6Y30 fino a 2,20GHz BATTERY 3.7V/15000mAh
MEMORY RAM 2GB DDR3L (4GB optional) I/O INTERFACE Type C x1
STORAGE 32GB (64GB/128GB optional) USB 2.0 x2
DISPLAY USB 3.0 x1

Micro USB x1
12,2" 1920x1200 IPS
10-point capacitive touch
Gorilla Glass3 Micro SD slot x1 

RF WI-FI 802.11 a/b/g/n Micro SIM slot x1
Bluetooth 4.0 Micro HDMI x1
3G WCDMA / 4G (optional) Micro TF x1
GPS/BeiDou RS232 TTL x1

WEBCAM RJ45 x12 MP  Front Camera 
5 MP  Rear Camera with auto focus 3.5mm Standard Audio Jack

DATA COLLECTION 3.5mm Jack Alimentatore
DIMENSIONS 313 x 210 x 23 mm - 1300g

NFC (optional)
1D/2D Barcode Reader (optional) 
GPS (optional) RUGGED FEATURE IP65

CONTROL BUTTON Home - Power - Scan - Volume (+/-) ENVIRONEMENT
ACCESSORIES

Operative Temperature  -20°C to +60°C 
Storage Temperature     -30°C to +70°C 
Umidity 5% to 95%

Docking Station (optional) - 3xUSB, support LAN 
RJ45



S.
R.

L.

since 1978

Via Pietro Campanini 7/A - 43122 Parma (PR) 
Phone +39.0521.273154 - Fax +39.0521.270509 

E-mail: commerciale@eletras.it

Website: http://www.eletras.it

• SINGLE-PHASE TRANSFORMERS
• THREE-PHASE TRANSFORMERS
• SINGLE-PHASE AUTOTRANSFORMERS
• THREE-PHASE AUTOTRANSFORMERS
• PCB TRANSFORMERS
• SINGLE-PHASE TOROIDAL TRANSFORMERS
• THREE-PHASE TOROIDAL TRANSFORMERS
• INDUCTANCES
• STARTER REACTANCES
• STABILIZERS

INDUSTRIAL PCs   •
INDUSTRIAL MONITORS   •

SINGLE-PHASE UPS   •
THREE-PHASE UPS   •

• ELECTRIC ENGINEERING
• ELECTRONIC ENGINEERING
• INDUSTRIAL PCs DESIGN
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